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FEATURES 

19 .. GERMANV 

E X P OR T RACK 

Designed and Manufactured To comply Standards of ANSI/EIA-310D-1992 [Rev.EIA-310Cl, 

IEC60297-1, IEC60297-2, BS5954 Part:2, DIN 41494, 19" Standard. 

❖ 19' GERMANY OPEN RACK Free standing rack with mounting pole frame on the ski base, 

additional frame can add on the same base.

❖ Manufactured Made from 2.0mm Electro-Galvanized Steel Sheet.

❖ Mounting Angle Pole Designed to be C-shape angle with 10x10mm square punching 

hole for increase strength. with screened Rack unit [U) on the mounting pole.
❖ Ski Base Provided 2 sets of crossing steel frame to mount the ski base and can remove 

for mounting at mounting pole frame. The bottom have castor and pedestal.

❖ Pedestal Equipped with castor base and adjustable.

❖ Caster Made from 50mm diameter of Black Nylon 6, swiveling at 360
° and convenience 

to move.

❖ New Shine Light Gray Two-tone color painted by Electrostatic powder coating process 

for scratch resistance.
❖ Screw Set Provided screws, captive nuts, plastic washer with nickel plating and M6 

standard.

❖ Manufacturer and Distributor Certified by ISO 9001 : 2015

❖ . Delivery With
- Nut and screw sets according to no. of Rack unit [u).

ORDERING INFORMATION 

Order No. 

G0-60027 

G0-60036 

G0-60042 

Order No. 

G0-60027F 

G0-60036F 

G0-60042F 

Description 

19" GERMAN OPEN RACK 27U 

19" GERMAN OPEN RACK 36U 

19" GERMAN OPEN RACK 42U 

Description 

19" GERMAN FRAME OPEN RACK 27U 

19" GERMAN FRAME OPEN RACK 36U 

19" GERMAN FRAME OPEN RACK 42U 

Ski Base [WxD) 

530 x 700 mm. 

530 x 700 mm. 

530 x 700 mm. 

Height Imm.) 

1325 mm. 

1725 mm. 

1985 mm. 

Height [mm.) 

1270 mm. 

1670 mm. 

1930 mm. 


